SUMMARY OF PROPOSED COMMITTEE DRAFT:

RESOLUTION 25-253

GRANTING A SPECIAL MANAGEMENT AREA MAJOR PERMIT TO ALLOW FOR
THE CONSTRUCTION OF A NEW SINGLE-FAMILY DWELLING AND A NEW

SWIMMING POOL IN HALE‘IWA, O‘AHU.

The PROPOSED CD1 makes the following amendments:

A.

Amends the title of the resolution to read:

"GRANTING A SPECIAL MANAGEMENT AREA MAJOR PERMIT TO ALLOW
FOR THE DEMOLITION OF AN EXISTING SINGLE-UNIT DWELLING, AND
THE CONSTRUCTION OF A NEW THREE-STORY SINGLE-UNIT DWELLING
WITH GROUND LEVEL PARKING, SWIMMING POOL, AND INDIVIDUAL
WASTEWATER SYSTEM IN HALE'IWA, O‘AHU."

Amends the first WHEREAS clause to clarify the description of the Project.

Amends the second WHEREAS clause to delete the description of the testimony
provided at the public hearing.

In the third WHEREAS clause, clarifies that the DPP transmitted its findings and
recommendation of approval to the City Council within 45 calendar days.

In the fourth WHEREAS clause, amends the date that the Council received the
findings and recommendation of the DPP to September 8, 2025 (instead of
September 5, 2025).

Replaces Condition B with a new Condition B that requires the Applicant to
submit to the DPP revised Project plans.

1. Condition B.1 requires compliance with the maximum height limit, and
provides that the Project's rooftop safety railings may not exceed the
required height limit by more than 42 inches.

2. Condition B.2 requires compliance with height setback requirements, and
provides that the Project's rooftop safety railings may not encroach into
the required height setback.

3. Condition B.3 requires correction of the Project's floor area ratio ("FAR")
calculation to include the ground floor storage and utility area, which may
not exceed the maximum allowable FAR of 0.7.

4. Condition B.4 requires compliance with 11-foot rear and side yard
requirements if the Project's density exceeds an FAR of 0.6. The Project's



rooftop safety railings may not encroach into the required yard setback,
and the Project's dwelling eaves may not encroach into the required yard
setback by more than 30 inches.

Condition B.5 requires consolidation of the Project's separate living areas
(north and south wings) on the second and third levels by adding
substantial interior connections between the north and south wings on the
second and third levels.

Condition B.6 requires a reduction in the maximum amount of the Project's
impervious surface area from 75 percent to 50 percent of the Project
zoning lot, so there are more pervious surfaces to absorb excess
stormwater.

In Condition E, relating to minimizing impacts to archaeological, historic, and
cultural resources:

1.

Adds a new Condition E.1 to require the Applicant to submit to the DPP a
copy of the State Historic Preservation Division's ("SHPD") written
acceptance of the Project's Archaeological Monitoring Plan ("AMP") that
meets the requirements of § 13-279-4, Hawaii Administrative Rules.

Adds a new Condition E.2 to provide that if any archaeological, historic, or
cultural resources are discovered on the Project site, the Applicant is
required to consult with SHPD to implement all mitigation protocols
approved by SHPD under the AMP, or as otherwise required by SHPD.
Also requires that a coordination meeting be held among the Project's
archaeological consultants and construction contractors prior to the start
of construction to ensure that all appropriate persons have been informed
of the mitigation protocols required by SHPD. Renumbers the subsequent
item in Condition E.

In Condition F, relating to minimizing impacts to endangered, threatened, or
protected avian, marine, and terrestrial fauna that may frequent or traverse the
vicinity of the Project site:

1.

Amends Condition F.7, relating to pre-construction nesting surveys to
minimize impacts to avian fauna that may frequent or traverse the vicinity
of the Project site, as follows:

a. Clarifies that a nesting survey must be conducted prior to and
during construction activities year-round (instead of requiring the
survey only for construction activities occurring from March through
December);



b. Adds that work may not proceed if downed seabirds are discovered
in the course of the survey (in addition to any nests, eggs, or
fledglings) and a 100-foot buffer must be observed around any
discovered birds; and

C. Adds that prior to the commencement of any ground-disturbing or
construction activities, and upon the arrival of any new workers to
the Project site, the Applicant, or their designated representative,
must instruct all onsite Project workers to review seabird protection
information provided online by the DLNR DOFAW
at https://dInr.hawaii.gov/wildlife/seabird-fallout-season/ or any
successor website or information provided by the DLNR DOFAW.

Adds a new Condition F.8 to provide that if any nests, eggs, fledglings, or
downed seabirds are discovered during Project construction, the protocols
described under Condition F.7.c must be implemented.

In Condition G, relating to minimizing the spread of invasive pathogens, pests, or

plants:

1.

Amends Condition G.3 to add a website link to the O‘ahu Invasive Species
Committee's ("OISC") print materials for invasive plants and animals
targeted by the OISC.

Amends Condition G.5 to reference the Plant Pono website

at https://plantpono.org/ as a reference for native plant species instead of
Native Hawaiian Plants for Landscaping, Conservation, and Reforestation;
and

Adds a new Condition G.6 to require the Applicant to comply with the
State Department of Agriculture's Plant Quarantine Interim Rule, or any
successor rule adopted by the State Department of Agriculture, that
restricts the movement of coconut rhinoceros beetle host material.

For clarity and enhanced readability, replaces Exhibits C-1 to C-11 attached to
the resolution with higher resolution versions of the original exhibits, and replaces
Exhibits E, F, H, and | attached to the resolution with color versions of the original
exhibits.

Makes miscellaneous technical and nonsubstantive amendments.



HONOLULU CITY COUNCIL

KE KANIHELA O KE KALANA O HONOLULU No._25-253, CD1
CITY AND COUNTY OF HONOLULU PROPOSED
RESOLUTION

GRANTING A SPECIAL MANAGEMENT AREA MAJOR PERMIT TO ALLOW FOR
THE DEMOLITION OF AN EXISTING SINGLE-UNIT DWELLING, AND THE
CONSTRUCTION OF A NEW THREE-STORY SINGLE-UNIT DWELLING WITH
GROUND LEVEL PARKING, SWIMMING POOL, AND INDIVIDUAL WASTEWATER
SYSTEM IN HALE‘IWA, O°'AHU.

WHEREAS, on June 4, 2025, the Department of Planning and Permitting ("DPP")
accepted the application (DPP File No. 2025/SMA-46) of Kai Kraut (the "Applicant") for
a Special Management Area ("SMA") Major Permit to allow for the demolition of an
existing single-unit dwelling; the construction of a new three-story single-unit dwelling
with three open lanai, three covered lanai, ground level parking to accommodate seven
vehicles, and swimming pool; and the installation of an individual wastewater system on
an approximately 7,364-square-foot non-shoreline lot zoned R-5 Residential District,
located at 66-163 Walikanahele Road, and identified as Tax Map Key 6-6-005:035 (the
"Project"); and

WHEREAS, on July 25, 2025, the DPP held a public hearing on the application at
the Frank F. Fasi Municipal Building, Sixth Floor Conference Room, which was attended
in person by the Applicant, the Applicant's agent, and DPP staff members, and virtually
by one member of the public; and

WHEREAS, on September 8, 2025, within 45 calendar days after the close of the
public hearing, the DPP, having duly considered all evidence and the objectives,
policies, and guidelines as established in §§ 25-3.1 and 25-4.1, Revised Ordinances of
Honolulu 2021 ("ROH"), and §§ 205A-2 and 205A-26, Hawaii Revised Statutes ("HRS"),
completed its report and transmitted its findings and recommendation of approval to the
City Council ("Council"); and

WHEREAS, the Council, having received the findings and recommendation of
the DPP on September 8, 2025, by Departmental Communication 689 (2025), and
having duly considered all of the findings and reports on the matter, desires to approve
the subject application for an SMA Major Permit subject to the conditions enumerated
below; now, therefore,

BE IT RESOLVED by the Council of the City and County of Honolulu that an

SMA Major Permit be issued to the Applicant for the Project, subject to the following
conditions:
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HONOLULU CITY COUNCIL

KE KANIHELA O KE KALANA O HONOLULU No._25-253, CD1

CITY AND COUNTY OF HONOLULU

RESOLUTION

A. Except as modified herein, including under Condition B, development must be in
general conformity with the Project as described in the DPP's findings and
recommendation, referenced above, and as depicted in Exhibits A, B, C-1
through C-11, and D through I, attached hereto and incorporated by reference
herein. Any change in the size or nature of the Project that may have a
significant effect on coastal resources, as addressed in ROH Chapter 25 or
HRS Chapter 205A, or both, will require a new application and SMA Major
Permit. Any change that does not have a significant effect on coastal resources
may be considered a minor modification and may be permitted under this
resolution, upon review and approval by the DPP Director.

B. Prior to the issuance of any construction permit or building permit for the Project,
the Applicant shall submit to the DPP revised Project plans that:

1. Correctly reflect the maximum height limit of 30 feet and the finished
height of the Project dwelling. The Project's rooftop safety railings may
not exceed the required height limit by more than 42 inches.

2. Comply with height setback requirements. The Project's rooftop safety
railings may not encroach into the required height setback.

3. Correctly calculate and reflect the Project's floor area ratio ("FAR") to
include the ground floor storage and utility area, which may not exceed the
maximum allowable FAR of 0.7.

4, If the Project's density exceeds an FAR of 0.6, comply with 11-foot rear
and side yard requirements:

a. The Project's rooftop safety railings may not encroach into the
required yard setback; and

b. The Project's dwelling eaves may not encroach into the required
yard setback by more than 30 inches.

5. Consolidate the Project's separate living areas (north and south wings) on
the second and third levels by adding substantial interior connections
between the north and south wings on the second and third levels.

6. Reduce the maximum amount of the Project's impervious surface area
from 75 percent to 50 percent of the Project zoning lot, so there are more

2
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HONOLULU CITY COUNCIL

KE KANIHELA O KE KALANA O HONOLULU No._25-253, CD1

CITY AND COUNTY OF HONOLULU

RESOLUTION

pervious surfaces to absorb excess stormwater. This may be achieved by
using pervious surface material when paving the areas above the Project's
individual wastewater system leaching field and septic tank, or by leaving
those areas in a natural, pervious state.

C. To recognize the potential for adverse impacts related to coastal hazards,
including but not limited to sea level rise, coastal erosion, flooding, wave action,
and storm surge, by proceeding with the Project, the landowner acknowledges
the following declarations, which must be clearly stated under "Landowner
Acknowledgements" on all Project building permit plans:

1. "The landowner hereby acknowledges (and any successor owner
or interested party is hereby notified) that Tax Map Key
6-6-005:035 is susceptible to coastal hazards, which may result in
harm to or loss of life and property."

2. "The landowner hereby acknowledges (and any successor owner
or interested party is hereby notified) that portions of Tax Map
Key 6-6-005:035 are projected to be impacted by 3.2 feet of sea
level rise by the year 2100, and a portion of the proposed new
dwelling is located within the 3.2-feet sea level rise-exposure area
("SLR-XA"). The landowner agrees to assume all risk and liability
for any harm to or loss of life and property due to development
within the SLR-XA. The landowner further agrees to accept all
responsibility for the cost and physical removal of materials and
structures lost or damaged as a result of coastal hazards, including
the cleanup and restoration of the Project site."

D. To ensure the landowner is aware that bed and breakfast homes and transient
vacation units are not allowed on the Project site, by proceeding with the Project,
the landowner acknowledges the following declaration, which must be clearly
stated on all Project building permit plans:

"The landowner hereby acknowledges (and any successor owner
or interested party is hereby notified) that bed and breakfast homes
and transient vacation units, as those terms are defined in Revised
Ordinances of Honolulu 2021, Chapter 21, the Land Use
Ordinance, are not allowed on Tax Map Key 6-6-005:035."
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HONOLULU CITY COUNCIL

KE KANIHELA O KE KALANA O HONOLULU No._25-253, CD1

CITY AND COUNTY OF HONOLULU

RESOLUTION

E. To minimize impacts to archaeological, historic, and cultural resources that may
be present at the Project site, the Applicant shall comply with the following:

1. Prior to the issuance of any construction permit or building permit for the
Project, the Applicant shall submit to the DPP a copy of the State Historic
Preservation Division's ("SHPD") written acceptance of the Project's
Archaeological Monitoring Plan ("AMP") that meets the requirements of
§ 13-279-4, Hawaii Administrative Rules.

2. If any archaeological, historic, or cultural resources are discovered on the
Project site, the Applicant shall consult with SHPD to implement all
mitigation protocols approved by SHPD under the AMP, or as otherwise
required by SHPD. Prior to the commencement of ground-disturbing
activity and Project construction, a coordination meeting must be
conducted among the Project's archaeological consultants, the
construction contractor, and applicable subcontractors to ensure that the
construction contractor and applicable subcontractors have been informed
of all mitigation protocols required by SHPD.

3. If, during construction, any previously unidentified archaeological sites or
remains (such as artifacts; shell, bone, or charcoal deposits; iwi kipuna
(Native Hawaiian ancestral remains); rock or coral alignments; pavings; or
walls) are encountered, the Applicant shall stop work, protect the find from
further disturbance, and contact SHPD immediately. Work in the
immediate area must be stopped until SHPD has assessed the impact and
has made further recommendations for mitigative activity.

The requirements enumerated in this condition, and all mitigation protocols
approved or otherwise required by SHPD, including under the AMP must be
clearly stated under "Environmental Notes" on all Project construction permit
plans and building permit plans.

F. To minimize impacts to endangered, threatened, or protected avian, marine, and
terrestrial fauna that may frequent or traverse the vicinity of the Project site, the
Applicant is responsible for the following.

1. All new and replacement outdoor light fixtures must not exceed a color
temperature of 3,000 degrees kelvin.

0CS2025-0825/10/9/2025 2:28 PM



HONOLULU CITY COUNCIL

KE KANIHELA O KE KALANA O HONOLULU No._25-253, CD1

CITY AND COUNTY OF HONOLULU

RESOLUTION

2. Artificial light from exterior light fixtures on the Project site, including but
not limited to floodlights, uplights, or spotlights used for decorative or
aesthetic purposes, is prohibited if the light directly illuminates, or is
directed across property boundaries toward, the shoreline and ocean
waters, except as may otherwise be permitted pursuant to
HRS § 205A-71(b).

3. Exterior light fixtures on the Project site must be fully shielded using full
cutoff fixtures with the light directed downward so that the light bulb is only
visible from below the light fixture.

4. All Project site work and construction activities are limited to daylight hours
(sunrise to sunset).

5. Woody plants greater than 15 feet in height must not be disturbed,
removed, or trimmed during the Hawaiian hoary bat birthing and pup-
rearing season (June 1 through September 15).

6. Barbless fencing must be used for all fence construction to avoid the
entanglement of Hawaiian hoary bats.

7. Preconstruction nesting surveys must be conducted by a qualified
biologist familiar with the biology of State and federal endangered,
threatened, or otherwise protected avian species, including migratory birds
and Hawaiian seabirds and waterbirds, prior to and during Project
construction as follows.

a. A minimum of three days prior to the initiation of any clearing
(including tree trimming or removal), grubbing, grading, excavation,
or trenching activities, the qualified biologist must conduct surveys
for the presence of such bird nests, eggs, or fledglings.

b. If no nests, eggs, fledglings, or downed seabirds are discovered,
work may proceed.

C. If any nests, eggs, fledglings, or downed seabirds are discovered,
work may not proceed, and:

i. The United States Fish and Wildlife Service ("USFWS") and
the State of Hawai‘i Department of Land and Natural

5
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HONOLULU CITY COUNCIL

KE KANIHELA O KE KALANA O HONOLULU No._25-253, CD1

CITY AND COUNTY OF HONOLULU

RESOLUTION

Resources ("DLNR") Division of Forestry and Wildlife
("DOFAW") must be contacted immediately, and a 100-foot
buffer must be observed around the active nests or downed
seabirds, or both, until the birds voluntarily leave the area;

ii. Work may only resume upon implementation of any
avoidance and mitigation measures recommended by the
USFWS or DLNR DOFAW, or both; and

iii. Written evidence of the survey must be submitted to the
DPP Land Use Permits Division.

d. If there is a delay of three or more workdays during the active
Project construction period, before work may resume, the qualified
biologist must conduct subsequent nest surveys for any new nests
that Hawaiian seabirds or protected migratory birds may have
attempted to establish.

e. Prior to the commencement of any ground-disturbing or
construction activities, and upon the arrival of any new workers to
the Project site, the Applicant, or a designated representative, must
provide information to all workers who will be present at the Project
site regarding the required protocols should a protected species
nest or downed seabird be encountered on the Project site. All
onsite Project workers must be instructed to review information
provided online by the DLNR DOFAW
at https://dInr.hawaii.gov/wildlife/seabird-fallout-season/ or any
successor website or information provided by the DLNR DOFAW.

8. If any nests, eggs, fledglings, or downed seabirds are discovered during
Project construction, the protocols described under Condition F.7.c must
be implemented.

The requirements enumerated in this condition must be clearly stated under
"Environmental Notes" on all Project construction permit plans and building
permit plans.

G. To minimize the spread of invasive pathogens, pests, or plants that may harm
native species and ecosystems, the Applicant is responsible for the following:
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HONOLULU CITY COUNCIL

KE KANIHELA O KE KALANA O HONOLULU No._25-253, CD1

CITY AND COUNTY OF HONOLULU

RESOLUTION

1. The Applicant shall minimize the importation of fill material to the extent
possible. No importation of soil or structural fill material is proposed.

2. The Applicant shall minimize the movement of plant or soil material on the
Project site, and all Project construction equipment, materials, and
personnel must be cleaned of excess soil and debris prior to entering and
leaving a Project worksite, in accordance with the current
recommendations from the O‘ahu Invasive Species Committee ("OISC").

3. Prior to the commencement of any ground-disturbing or construction
activities, and upon the arrival of any new workers to the Project site, a
copy of the most recently updated OISC "Decontamination Protocols for
Prevention of Invasive Species" ("Protocols") must be distributed to all
workers who will be present at the Project site, or the Protocols must be
posted on the Project site in a visible location accessible to all Project
workers (including delivery and haul-out contractors), or both the
distribution and posting of the Protocols is required.

See https://www.oahuisc.org/print-materials/. All onsite Project workers
must be instructed to review the species photos and all Protocols prior to
commencing any ground-disturbing or construction activities.

4, If, at any time, species on the OISC invasive species target list website
at https://www.oahuisc.org/current-targets/, or any successor website or
information provided by the OISC, are discovered on the Project site, the
Applicant shall immediately contact the OISC to report the discovery. The
current email address and phone number for the OISC must be visibly
posted at the Project site during pre-construction and construction
activities. The Applicant shall implement any measures recommended by
the OISC and any responsible federal or State of Hawai‘i agency charged
with the eradication and management of invasive species.

5. To the extent practicable, native plant species appropriate for the area
must be used for new Project landscaping, with no use of invasive
species. A recommended reference is the Plant Pono website
at www.plantpono.org.

6. To manage host materials and plants that may contain the coconut
rhinoceros beetle ("CRB"), in any stage of life, the Applicant shall comply
with the State Department of Agriculture's Plant Quarantine Interim Rule,
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HONOLULU CITY COUNCIL

KE KANIHELA O KE KALANA O HONOLULU No._25-253, CD1

CITY AND COUNTY OF HONOLULU

RESOLUTION

or any successor rule adopted by the State Department of Agriculture, that
restricts the movement of CRB host material.

The requirements enumerated in this condition must be clearly stated under
"Environmental Notes" on all Project construction permit plans and building
permit plans.

H. The Applicant shall obtain a construction permit or building permit for the Project
within 36 months after the effective date of this SMA Major Permit. Failure to
obtain a construction permit or building permit within this period will render this
SMA Major Permit null and void; provided that this period may be extended as
follows:

1. The DPP Director may extend this period if the Applicant demonstrates
good cause; provided that the DPP Director may not extend the period
beyond one year from the initial deadline set by the Council.

2. If the Applicant demonstrates good cause for an extension exceeding one
year, the DPP Director shall prepare and submit to the Council a report on
the proposed extension that includes the DPP Director's findings and
recommendations thereon. The Council may approve the proposed
extension, approve an extension for a shorter or longer period, or deny the
proposed extension, by adoption of a committee report or resolution.

3. If the Council fails to take final action on the proposed extension within the
first to occur of:

a. Sixty days after its receipt of the DPP Director's report; or

b. The Applicant's then-existing deadline for obtaining a construction
permit or building permit;

the extension will be deemed to be denied.

Approval of this SMA Major Permit does not constitute compliance with other City
ordinances, including but not limited to the LUO and building and construction
codes, or other governmental requirements, including but not limited to LUO-
related approvals, and building, grading, and grubbing permit approvals, which
are subject to separate review and approval. The Applicant is responsible for
ensuring that the final plans for the Project approved under this SMA Major

8
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HONOLULU CITY COUNCIL

KE KANIHELA O KE KALANA O HONOLULU No._25-253, CD1

CITY AND COUNTY OF HONOLULU

RESOLUTION

Permit comply with all applicable City ordinances and other governmental
provisions and requirements; and

BE IT FINALLY RESOLVED that copies of this resolution be transmitted to
Kai Kraut, 66-163 Walikanahele Road, Hale‘iwa, Hawai‘i 96712; Mark Howland,
WHALE Environmental Services, LLC, P.O. Box 455, Kahuku, Hawai‘i 96731;
Dawn Takeuchi Apuna, Director of Planning and Permitting, 650 South King Street,
7th Floor, Honolulu, Hawai‘i 96813; and Mary Alice Evans, Director of the State of
Hawai‘i Office of Planning and Sustainable Development, Attention: Coastal Zone
Management Branch, P.O. Box 2359, Honolulu, Hawai‘i 96804-2359.

INTRODUCED BY:

Tommy Waters (br)

DATE OF INTRODUCTION:

September 10, 2025
Honolulu, Hawai‘i Councilmembers
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TOP OF WALL SOLUTION.
TOILET PAPER HOLDER ZONING: R-5 000 TITLE SHEET
TREAD
v TELEVISION 2. THE DRAWINGS INDICATE LOCATION, DIMENSIONS, REFERENCE AND FLOOD ZONE: VE-14/VE-12 GENERAL NOTES,
TYP YPICAL TYPICAL DETAILS OF CONSTRUCTION. THE DRAWINGS DO NOT ILLUSTRATE A001 EXISTING/DEMO F;LAN
EVERY CONDITION. WORK NOT PARTICULARLY DETAILED SHALL BE OF el 7,364 SQ. FT. ExisTIneD 3
CONSTRUCTION SIMILAR TO PARTS THAT ARE DETAILED.
UNF UNFINISHED LUO DATA TABLE
UON.  UNLESS OTHERWISE NOTED FIRST LEVEL FLOOR PLAN,
UR URINAL 3. DO NOT SCALE THE DRAWINGS. EXISTING CONDITIONS SHALL BE VERIFIED A002 DOOR & WINDOW '
IN THE FIELD. WHERE DISCREPANCIES BETWEEN THE DRAWING BUILDING AREA CALCULATIONS SCHEDULE
VAT, VINYL ASBESTOS TILE DIMENSIONS AND THE FIELD CONDITIONS OCCUR, THEY SHALL BE
VERT  VERTICAL REPORTED TO THE ENGINEER FOR RESOLUTION. MAX ALLOWABLE BLDG. FOOTPRINT AREA : 36825Q. FT. SECOND LEVEL FLOOR
VEST  VESTIBULE EXISTING BUILDING AREA (TO BE DEMOLISHED) : 2,156 SQ. FT. A003
w WEST 4. ALL DIMENSIONS AT EXTERIOR WALLS ARE TAKEN TO THE FACE OF STUDS, PROPOSED NEW FIRST LEVEL EXTERIOR STAIRS AREA : 90 SQ.FT.
U.ON. ALL DIMENSIONS AT INTERIOR WALLS ARE TAKEN TO THE CENTER THIRD LEVEL FLOOR PLAN,
We.  WATER cLOSET OF STUDS, U.ON. ALL CLEAR DIMENSIONS FROM FACE OF FINISHES. PROPOSED NEW CARPORT AREA : 2736 5Q.FT. A004 ROOF TOP DECK FLOOR
wD WOOD PROPOSED NEW SECOND LEVEL PORCH AREA : 18SQ.FT. PLAN
WDW WINDOW
WH, WATER HEATER 5. DETAILED DRAWINGS AND LARGER SCALE DRAWINGS TAKE PRECEDENCE PROPOSED NEW SECOND LEVEL EXTERIOR STAIRS AREA : 865Q.FT. FRONT & REAR EXTERIOR
wio WITHOUT OVER SMALL SCALE DRAWINGS. PREFERENCE SHALL BE GIVEN TO THE - A0S ELEVATIONS
WP WATERPROOF FIGURED DIMENSIONS ON THE DRAWINGS, GENERAL NOTES AND PROPOSED NEW SECOND LEVEL LIVING AREA : 1,865 SQ. FT.
WR. WATER RESISTANT SPECIFICATIONS WHICH ARE INTENDED TO AGREE AND SUPPLEMENT
WSCT WAINSCOT EACH OTHER. ANYTHING INDICATED ON ONE AND NOT IN THE OTHER PROPOSED NEW SECOND LEVEL COVERED LANAI 1 AREA 2225Q.FT. A006 LEFT & RIGHT EXTERIOR
WEIGHT SHALL BE EXECUTED AS IF ON BOTH. IN CASES OF DIRECT CONFLICT, THE PROPOSED NEW SECOND LEVEL COVERED LANAI 2 AREA 277 SQ.FT. ELEVATIONS
WMW.M,  WELDED WIRE MESH MOST RESTRICTIVE SHALL GOVERN (CONTACT ENGINEER FOR
RESOLUTION). PROPOSED NEW COMBINED SECOND LEVEL OPEN LANAIAREA: 332 SQ. FT. A0 INTERIOR ELEVATIONS
PROPOSED NEW COMBINED THIRD LEVEL OPEN LANAI AREA 5058Q. FT.
6. ALL CONTRACTORS SHALL VISIT THE SITE AND VERIFY THAT ALL EXISTING PROPOSED NEW THIRD LEVEL LIVING AREA : 2,054 5Q. FT. A008 INTERIOR ELEVATIONS
CONDITIONS AGREE WITH THE INFORMATION SHOWN. ALL CONTRACTORS
SYMBOLS SHALL BE DEEMED TO HAVE INSPECTED THE SITE AND SATISFIED PROPOSED NEW ROOFTOP OPEN LANAI AREA : 357 SQ. FT. 2009 FOUNDATION PLAN
THEMSELVES AS TO THE TRUE CONDITION UNDER WHICH THE WORK IS TO N o
BE PERFORMED. ANY DISCREPANCIES SHALL BE BROUGHT TO THE TOTAL BUILDING FOOTPRINT AREA : 1,560 SQ. FT. OR 21.18% FIRST LEVEL FLOOR
ENGINEER'S ATTENTION FOR RESOLUTION PRIOR TO THE START OF
ALIGN CONSTRUCTION. FLOOR AREA CALCULATIONS FRAMING PLAN, SECOND
— ALIGN A010 LEVEL ROOF FRAMING /
MAX ALLOWABLE FLOOR AREA : (.70 X LOT AREA) 5,153.40 SQ. FT. THIRD FLOOR FRAMING
7. THE CONTRACTOR SHALL PATCH OR REPAIR ALL MATERIALS, EQUIPMENT . PLAN
—— DETAL AND SURFACES DAMAGED BY CONTRACTOR OR HIS SUB CONTRACTORS PROPOSED NEW SECOND LEVEL FLOOR AREA : 2.3645Q. FT.
———  SHEET NUMBER DURING THE EXECUTION OF THE WORK. PROPOSED NEW THIRD LEVEL FLOOR AREA : 2,054 SQ. FT. A1t ROOF FRAMING PLAN
TOTAL FLOOR AREA : 4418'SQ. FT.
_ PARTIAL 8. THE CONTRACTOR SHALL CLEAN UP DEBRIS AS THE WORK PROGRESSES. A012 CROSS SECTION A
‘ . ELEVATION OR PROVIDE FOR TRASH REMOVAL FROM THE SITE. FINAL CLEANING AFTER
PLAN REF. SUBSTANTIAL COMPLETION, BUT PRIOR TO FINAL INSPECTION, SHALL A013 CROSS SECTION B
A SHEET NUMBER INCLUDE A THOROUGH CLEANING OF ALL SURFACES INSTALLED. ALL PARKING REQUIREMENT
EXCESS MATERIAL, DEBRIS, TRASH, ETC. SHALL BE REMOVED FROM THE
SITE. PARKING REQUIRED : 5 STALLS A014 CROSS SECTION C
A PARKING PROVIDED : 8 STALLS A015 CROSS SECTION D
INTERIOR
D B__ELEVATIONS A016 CROSS SECTION E
REFERENCE KEY TY
Cc VlCINI MAP A017 CROSS SECTION F
SECTION POOL FLOOR PLAN, POOL
A T REFERENCE PROJECT LOCATION A018 CROSS SECTIONS, POOL
DETAILS
W SHEET NUMBER TMK. 6-6-005:035
HALEIWA, HAWAII 96712 LANDSCAPE PLAN /
A019 EXISITING / DEMO PLAN ON
PLOT PLAN
S001 STRUCTURAL DETAILS
E001 FIRST LEVEL ELECTRICAL
DOOR SYMBOL PLAN
E002 SECOND LEVEL
@ WINDOW SYMBOL ELECTRICAL PLAN
THIRD LEVEL ELECTRICAL
e 003 PLAN
A REVISION NUMBER ~N

035

66-163 WALIKANAHELE RD., HALEIWA, HI 96712

A PROPOSED NEW SINGLE FAMILY DWELLING FOR

THE KRAUT FAMILY

ADDRESS
T.M.K. 6 - 6 - 005

=]
c
o
I
o
H
B

Drafting Services

DATE
7/24/2025
SHEET NO.

000

OF 24SHEETS

EXHIBIT C-1




CONTRACTOR GENERAL NOTES

1. ALL WORK SHALL BE IN STRICT ACCORDANGE WITH 2018 IR,
STATE, AND LOCAL BUILDING CODES.

BLUEPRINTS, SITE
ENSIONS, AND LA DIMENSIONS, BEFORE COMMENCEMENT OF ANY WORK.

CONTRACTOR / BUILDER SCALE THE DRAWINGS T
THEASE OF A MISSING, OR DISCREPANT DIMENSION, CONTRACTOR BUILDER
PROGEDE WITH ANY WORK, WHTH ANY DISCHEPANY UNRESOLVED
3. CONTRACTOR SHALL VERIFY THE SITE AND ALL INFORATION INCLUDING
DISTANCE, LOT | PROPERTY LINES

WITHIN RE)
4. CONTRACTOR SHALL PROTECT ADJOINING LAND, BUILDING AND OTHER

THEREON. AN

REPAIRED AT NO COST TO THE OWNER OR ARCHITECT OR ENGINEER.

5._ANY CONDITIONS, MATERIALS, DEVICES, OR DETAILS NOT SPECIFICALLY
N THE DRAWINGS OR SPECIFIED SHALL BE CLARIFIED WITH THE
DESIGNER OR ENGINEER BEFORE BIDDING, CONSTRUCTION, INSTALLATION, AND
R
MPONENT

INILATERALLY MAKE CHANGES TO ANY STRI ERTIEIED

6. ALL FINISHED GRADE LEVELS ANDIOR SPOT ELEVATIONS ARE ASSUMED TO
BE APPROXIMATE. CONTRACTOR SHALL VERIFY ALL CONDITIONS.

. IF SOFT OR EXPANSIVE SOIL|S ENCOUNTERED THE SOL SHALL SE REWOVED AND REPLAGED
L coMPACTED

8. FOUNDATION DESIGN IS FOR SOIL WITH BEARING PRESSURE OF 2000 P.S.F. (NON-ADOBE).

9 AL L HAVE A 28 DAY

3000P51.

0. ALL RENFORGED STEEL T BE ASTIE AS1S GRADE 60 WELDED WIRE MESH 0 8E 155
OR EQUAL, AND HAVE A M. 2" SIDE COVERING & A MN. 3

WINDBORNE DEBRIS PROTECTION
301.2.1.2 _ PROTECTION OF OP!
NEULONGS mm\rso JNVINDORNE DEBIIS HEGIONS SHALL BE
BRIS. GLAZED OPENING PF
F

Li MEET THE REQUIREMENTS OF AN APPROVED
IPACT AERISTING STANDARD OR ANSIDASUA 115,

EXCEPTION:10OD STRUGTURAL PANELS WITH A THICKNESS OF NOT LESS THAN /. INGH (11M)

ER301 Rl A MEAN ROOF HEIGHT OF
58 MU OR LSS W RE THE ULTAMATE DESIGN WIND SPEED. V-1 18 18 Wt (8D Kbt OR LESS,

PUBLIC HEALTH, SAFETY, AND CONVENIENCE NOTES:

| THE CONTRACTOR SHALL OBSERVE AND CONPLY
VIITH AL FEDERAL, Si

REQUIRED FOR THE PROTECTION OF THE PUBLIC
HEALTH AND SAFETY AND ENVIRONMENTAL QUALITY.

2,THE CONTRACTOR, AT HIS OUIN EXPENSE SHALL
KEEP THE PROJECT AND TS SURROUNDING

REE FROM DUST NUISAY EORK SRALL BEIN
CONFORMANGE WITH T AlR POLLUTION CONTROL
STANDARDS AND REGULATIONS OF THE STATE
DEPARTMENT OF HEALTH,

3.NO CONTRACTOR SHALL PERFORM ANY
ITY SO AS T0 CAUSE PALLING
FORM TO FALL, SLIDE
OR FLOW ONTO ADJONING PRODERTIES, STREETS
CRNATURAL WATERCOURSES, SHOULD SUCH
IOLATIONS OCCUR, THE CONTRACTOR SHALL.
IMMEDIATELV MAKE ALL REMEDIAL ACTIONS

11. ALL FOOTINGS SHALL REST ON FIRM UNDISTURBED SOIL.

12. GROUND. Y TREATED F IRC. SECTION
R318°AS AMENDED" BY A QUALIFIED BONDED CONTRACTOR.

13. THE. L PROVIDE.

FOR ALL STRUCTURAL MEMBERS DURING ALL PHASES OF CONSTRUCTION.

14, CONTRACTOR SHALL PROVIDE AL NECESSARY FLASHING, CAULKING,

AND WATERPROOFING ETC. TO ENSURE A WEATHER TIGHT FINISH AS PER

'STANDARD PRACTICE, AS PER 2018 LR.C. SEC. R-T03 & SEC. R-903

15. ALL LUMBER SHALL BE DOUGLAS FIR #1 WOLMANIZED PRESSURE

TREATED OR BETTER. AS PER 2013 LR.C. SEC. R-317 AS AMENDED

16._ALL FRAMING VEMBERS, RAFTERS, JOISTS, AND BEAMS SHALL BE FASTNED.

WITH "SIMPSON" METAL CONNECTORS (OR EQUAL) TO PROVIDE A CONTINUOUS
TO RES 3

17. CONTRACTOR SHALL USE METAL HURRICANE CLIPS "SIMPSON" H-10A @
TRUSS @ 2¢' )

18. UNLESS OTHERVISE SHOWN, THE SHEATHING NAILED SHALL BE IN
ACCORDANCE WITH TABLE R-602.3 (1)

19, ALL HANDRAILS SHALL BE
BE INSTALLED AS PER 20181,

347 MIN. & 36" MAX.IN HEIGHT AND SHALL

.C. SEC. 311

20, ALL WINDOWS AT BEDROOMS SHALL HAVE A MINIMUM SILL HEIGHT OF 44"

'AND A MINIMUM NET CLEAR AND OPENABLE AREA OF 5.7 SQUARE FEET, 24"

HEIGHT MINIMUM AND 20" WIDTH MINIMUM AS PER LR.C.

21. WALL COVERING ON STUDWALLS NOTED AS SHEARWALLS SHALL
CONTINUED UP TO ROOF DECKING.

22 EXTERIOR, SHEETING SHALL BE NAILED W34 NALS @7 O..

AT EDGES W/8d @ 12" O.C.IN

x H

LBENAL ERNAILS @ 4" 0.C.

24. PAINT ALL NEW INTERIOR AND EXTERIOR SURFACES (COLOR SELECTION BY
OWNER

25, ALL WALLS AND CEILINGS FOR BATH AREAS OR EXTERIOR
DRYWALL TO BE APPROVED WATERPROOF TYPE GYPSUM BOARD.

" THE ARCHITECTOR
METHODS, PROCEDURES, OR CONDITIONS ON JOBSITE THAT MAY DEVELG DU TO
Fol

8 O SHOW ONLY. CHANGES 10

| BE REGUIRED DUE TO UNFORESEEN GONDITIONS.

2. L BE 4X6 AND DOOR BE 4x6
NOTED, OF EC. R6027

29, ALL NEW BEDROOMS & HALLWAYS SHALL HAVE A UL APPROVED
ELECTRIC SOKE DETECTOR WITH BATIERY BACK-LP. ALL EXISTNG

DETECTOR. TYP. AND SHALL HAVE |NYER:0NMEchn WRING WHERE NEW
INSTALL

201811, SECTION R-515/ CARBON NONOXIDE ALARMS

SPECIAL INSPECTIONS SHALL BE
PROVIDED FOR THE FOLLOWING:

1.) CONCRETE
2)) BOLTS INSTALLED IN CONCRETE

4.) REINFORCING STEEL AND
PRESTRESSING TENDONS

7.) STRUCTURAL MASONARY
16.) SHEATHED SHEAR WALLS AND DIAPHRAGMS
17.) COMPLETE LOAD PATH AND UPLIFT TIES

ESCP INSPECTION NOTES:

B.W.S. NOTES

1, AT LEAST TWO WEEKS BEFORE THE BEGINNING
CONSTRUCTION, THE CONTRACTOR OR THE PERSON
1N CHARGE OF CONSTRUCTION SHALL NOTIEY THE
STORM WATER INSPECTOR LISTED ON THE BUILDING
PERMIT.

2 ACTER INSTALUING THE CONSTRUCTION SMPS AND
MOBILIZING ANY CONSTRU
ACCORDANCE WITH THE APPROVED ¢ ES
NDIX B -~ ESCP FOR SMALL PRO.
rgmpmrs) THiE CONTRAGTOR O THE PERSON I
CONSTRUCTION SHALL CONTACT THE
E56F GOORDINATOR LISTED on THE SUILOING
PERMIT, FOR A PRE-CONSTRUCTION INSPECTION.

o

3. THE ESCP COORDINATOR SHALL SUBMIT THE PRE-
SPECTION CHECKLIST T0 THE

'STORM WATER INSPECTOR (EMA

PO NPDESGHONOLULGOV) CONFIRMING THE

RETROFIT ALL EXISTING REGULAR FLOW
FIXTURES TO LOW FLOW TYPE (U.ON.TYP.)

NOTE
ALLNEW PLUMBING FIXTURES ARE LOW FLOW
FIXTURES (TYP.)

‘THIS WATER METER DOES NOT HAVE AF.S. OR
IRRIGATION SYSTEMS

30, THE ALARM DEVICES SHALL B TIANNER THAT THE
ALATA WILL ACTIVATE ALL O THE ALATIS ININOIIDUAL UNITS. THE ALATM SHALL B CLEATLY
AuBLE WAL u

EPTIONS:

REQUIRED TO BE
DO NOT RESULT |

The AL L. OR CEILING, REMOVAL

1 CONTRAGTOR SHALL INSTALL DOUBLE FLOOR JOIST UNDER ALL PARTITION
LS RUNNING PARALLEL WITH

32. CONTRACTOR SHALL NOTIFY ENGINEER 2 DAYS IN ADVANCE WHEN SHEAR
WALLS AND TIE. 3

3. NOTIFY T0

OSING OF AL WALL L IF ANY
WALLS ARE CL BE
ASKED BY BULL orR TO RE-OPEN THE WALLS AT
CONTRACTOR'S OWN EXPENSE.

34. ANY STRUCTURAL CHANGES BY THE CONTRACTOR MUST BE
'APPROVED BY THE ENGINEER BEFORE IMPLEMENTATION
35 CONTRACTOR SHALL VERIFY APPROVED JOB-SITE PLANS, PRIOR

TO COMMENCEMENT, CONTRACTOR SHALL NOTIFY ARCHITECT OR
(GINEER OF ANY CONFLICTS PRIOR TO STARTING WORK,

36, CONTRACTOR SHALL VERIFY ALL FINISH MATERIALS, WINDOW
‘SIZES, WINDOW TYPES, ETC. BEFORE TURNING IN FINAL BID.

FORMING
| OWNER/BUILDER SHALL SE REsPoNSIBLE FOR ANY AND ALLOF THE REsVDNlelurlEs
OF THE GENERAL CONTRAC ID OR THE PERFORMANCE, AND METH

PO oRK azwe PERFORWED ON THE PROLECT, A NoTEDN
THESE GENERAL NOTES, AND ON TH PPROVED BY THE ENGINEER
O REGORD, HE GITY & COUNTY OF HONOLUL AND RS PER THE 201 1

38 FAILURE ABIDE BY THE NOTES AND, OF, THE
CONSTRUCTION DRAWINGS AS STIPULATED, 15 SOLE RESPONSELITY OF THE
T LIABL

FoR

. SHOULD THI

O HEED THE GENERAL U FORTH N THESE

NOTES, AND ON DOCUMENTS, IT IS
TO CORRECT ALL AT HIS OWN COST.
L NOT BE LIABL ERROR.
33 THESE NOTES ARE LEGAL AND BINDING AS TOTHE CONTRACTORS
AND
ToBIDE BY A
‘CONTRACTOR SIGNATURE:

SIGNFYING | HAVE REA RSTAND, AND AGREE TO ABIDE BY ALL NOTES,
DRAWINGS, AND DETAILS, AS PUT FORTH BY THESE PLANS.

TABLE Ro01.2
TR cror PanELS bl 16) TERMITE PROTEGTION Bl 2N €00 HOUSE KEEPING MEASURES ARE IN
4 THE CONTRACTOR SHALL PROVIDE INSTALL AND
AL arreT< oreeT< MANTAN AL NECESSARY SIGNS, LIGHTS. FLARES
FASTENER TYPE SPANS PPANEL SPAN PPANEL SPAN BARRICADES, MARKERS, CONES
areer <oreer <areer PROTEGTIVE FACITIES D AL TAKE AL
[NO. 8 WOOD-SCREW-BASED INECES: IONS FOR THE PROTECT‘ON
ANCHOR WITH 24NCH EMBEDMENT 16 10 8 CON\/ENIENCE AND SAFETV OF THE PUBLIC.
CONTRAGTOR SHALL APPLY FOR A CONSTRUCTION
PERMIT WITH A NOISE POLLUTION CONTROL PLAN.
ANGHOR WITH -NGH EVBEDIENT © 2 a
(CHOR WITH 2NCH CMBEDVENT ® B %
iGTH EARTHWORK QUANTITIES
R.S.W.M.P. NOTES ITEM CUT (CU.YD.) FILL (CU.YD.) |TOTAL (CU.YD.)
RESIDENTIAL STORM WATER MANAGEMENT NOTES FOR POOL TRANSITION 400 000 400
SINGLE-FAMILY AND TWO-FAMILY DWELLING PROJECTS: DEMO SCHEDULE POOL DEEP END 2667 000 2667
(i) USE SITE DESIGN STRATEGIES TO REDUCE THE e o 22 o
J, DEMOLISH & REMOVE ENTIRE EX. FOUNDATION: 1 4t 2
IMPERVIOUS SURFACE AREAS TO THE MAXIMUM EXTENT STRUGTURE INGLUDING ALL OUNDATIONS (35) £9.13 3945 058
PRACTICAL. THE TOTAL IMPERVIOUS SURFACE AREA FOR THE (| FLOORS; LEVELS, FOUNDATION TOTAL 183.55 6222 121.32
LOT MAY NOT EXCEED 75%, PER LUO SECTION 21-3.70.1(G). ROOF FRAMING, WALLS WINDOWS
&DOORS, APPLIANCES &
' FIXTURES (TYP.)
(i) TOTAL IMPERVIOUS AREA = _75_%. )
T eI ()| FEMoVE Ex. conG Lanome & sTeRs
REVISED ORDINANCES OF HONOLULU 2021 AS REQUIRED (DASHED LINES)
CHAPTER 168 REVOVE EX. REG. FLOW WC. &
Totho bestof my knawedg, s prjects desins substanal conforms o e (@ ReTRoT W New Low FLOW
Building Energy Conservation Code for: WLC. (DASHED LINES)
REMOVE EX. REG. FLOW LAV. &
Sulans Comporent Sysers (@ |RETROFIT Wi NEW LOw FLOW
Hearsncal Camponent Sysoms LAV. (DASHED LINES) S
NEW POOL SHALL NOT EXCEED 30-NCHES IV 350" 118" Pl
Signature: Date REMOVE EX. REG. FLOW SHOWER
Snal O S et v oo HEIGHT WITHIN THE REQUIRED YARD SETBACK. 100.00" H
e SHOWER (DASHED LINES) £X. 60" HIGH CM. WALL E
Loanse NG — ; &
REMOVE EX. REG. FLOW SINK & 8 - Faa SOE VRS i
(®| RETROFIT W/ NEW LOW FLOW 2 | VEr2 2| sereack ez il g &
SINK (DASHED LINES) gl e e £ [
I ST ag o
- : I . 8 | s s
H ; c -
o ‘N Sy
I NEW SWIMMING 3% .
I w2
2 POOL E 2B ¥
2 « 3 T
3 | 7.364lsQ. FT [rome= L
THIS POOL IS FILLED & o vEIZo o
MANTAED BY £X. HosE 618 - 2% 2z
N g8 G
| | g Ekgs g
1 \. Sm <
~ Jve-12 N S 28 oEle
‘Z & ‘ gy Bibize 3 ;
- bodeoa ke 73 j P 2158 S H
- PPARKHNG STALLI = | B G <] -
) K (S L85 R
i 22 VRS 255
o AR SR
- Tz3
IR EE R A | © z% ¢
x B i ™ z£2
3 . I[s N~ 285
] CR g
g ; : -
XN EX. > v 2
DINING. KITCHEN e « PROJECT LOCATION - —
D ®']E g —= [ ST i
> o] B ~1 T,
g e | E ;
= .
- B RS
i 3, new ooX 7 iy, ICARPO
DROOM 21 3 S R ~ o =
v
= B
5 < < <% \ N
3 A R
E vl ] <LEACH FIELD
El Cuy o
g v Al &
H BN vl =,
g [ S - R
@ =z spEvaRD 2 ~
% Boo SECOND LEVEL ROOF OUTLINE 2| serace VE-4" ~
' )
[ 500 g 100.00 EX.G-0'HIGHOMU. WALL g o0

EXISTING / DEMO PLAN

SCALE : 178"

PLOT PLAN

SCALE - 14"

WALIKANAHELE ROAD
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/
/
PROPERTY BOUNDARY LINE /
/ / EX. 60" HIGH WD. FENCE
EX.CMU. WAL 6.7 VE-14'/VE-12'  GRAsS AREA 1 VE-12' EX. CMU. WALL EX. CHAIN LINK FENGE ASSORTED GASOLINE STORAGE CONTAINERS. .
- 1 MANGO TREE ON THE SITE WILL NOT BE OUTDOORS
, -
NTS / YEARS OLD DRY WELL WILL BE ABATED

NEW SWIMMING
POOL

oTE
THIS POOL IS FILLED &
MAINTAINED BY EX. HOSE BIB

DEMO SCHEDULE

DEMOLISH & REMOVE ENTIRE EX.
STRUCTURE INCLUDING ALL
FLOORS, LEVELS, FOUNDATION,
ROOF FRAMING, WALLS WINDOWS
& DOORS, APPLIANCES &
FIXTURES (TYP.)

©

(3| REMOVE Ex. coNe. LNDING & sTEPS

‘ } ‘ s
O ~
‘ Z -
‘ [ ‘ = 5
-l
‘ ‘ } ‘ - 2
w B
| | a2 £
; ‘ | ‘ > o
| - <
‘ AS REQUIRED (DASHED LINES) — b
A
FENCING ISIDE THE G, ‘ N . ‘ S (| RETROFIT W/ NEW LOW FLOW < a
REPAIR WORK ON EX. C.M.U. < NEwALL WEATWER ‘ g | ‘ W.C. (DASHED LINES) w 2
AS REQURED Y GONC. PAVING | @B ecs o s w > u
PRPRAR RETROFIT W/ NEW LOW FLOW w
e : . . \ 4 o o
PLANTS AS REGUIRED | WoE REWOVE X, REG, FLOW SHOWER o S T
5 & RETROFIT W/ NEW LOW FLOW
‘ ‘ ‘ \ . o T ‘ O Soien s oy UE) <
= =3 ‘ DINING. 3 REMOVE EX. REG. FLOW SINK & < §
o o | AN H (@ RETROFIT W/ NEw Low FLOW =
S i = : w X
S it < o ‘ 3 L - < v
= ‘ & ‘ - \ z =3
3 . Sl a ‘ F \ i [} 8
E] R El | T
H CUA ° H | ; 7] &3S
E B ” ;oA PP < NEW ALLWEATHER . 2 | ! o 89
S <« L4 PR G CONG.PAVING % @ s ! 7
[ < LR} 4 e, ] ‘ | ‘ o g '
2 B - 2
£ B 7 ‘ « . < ool ZE o ©
g g 4, . . CARPORY PRl ¢ W g
M . . / a .t P 2B % | Xy
8 J (] o]
‘ . o I =
e e o © v ‘ < b= 2 +
4|/ R R ‘ \
s A A ] e v B ‘
It EEACHEELD ||+ . 2 P
‘ A R ‘ | Blue Hawa
4 / - .
74l . . - | Drafting Services
fat e e L, s |
. | s i 8
it ot ] he \
4 - 4 - Y NEW 60" HIGH (fOTORIZED ALUFINUM ROLLING GATE s
WSELF CLQSING/SELF LOCKING HARDIARE (TYP.| EH
< a - & 3 -
4 NEW WALL MOUNTED ELEC. MOTOR BTM ‘ e ‘
/ BOVE SEALEVEL
7 o 9 77 N
VE-14' 8.4 VB124 om ‘ EX.CMU. WALL

73 64! I 80" HIGH C.M.U. WALL DATE
: 7/24/2025

va OF HONOLULU (DG-1)

WALIKANAHELE ROAD SHEET NO.
LANDSCAPE PLAN EXISTING / DEMO PLAN ON PLOT PLAN A01 9

SOHLE 1" 10 e SonE- =1

OF 24SHEETS
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WINDOW SCHEDULE DOOR SCHEDULE
HEIGHT [DESCRIPTIOI COMMENTS UMBER HEIGHT [DESCRIPTION
24" VINYL SLIDER CLEAR SAFETY GLASS DO1 80" HINGED (SHOWER DR.) LASS
48" VINYL SINGLE HUNG CLEAR SAFETY GLASS D02 80" HINGED RY DOOR
42" VINYL SINGLE HUNG CLEAR GLASS D03 80" VINYL SLIDER LASS
18" VINYL SLIDER CLEAR SAFETY GLASS D04 80" VINYL SLIDER LASS
42" VINYL SINGLE HUNG CLEAR GLASS D05 80" Bl - FOLD
36" VINYL SLIDER CLEAR GLASS D06 80" HINGED
" VINYL SLIDER CLEAR GLASS D07 130" 80" POCKET
" VINYL SLIDER CLEAR SAFETY GLASS D08 80" HINGED (SHOWER DR) R SAFETY GLASS
" VINYL SINGLE HUNG CLEAR GLASS D09 80" VINYL SLIDER R SAFETY GLASS
" VINYL SLIDER CLEAR GLASS D10 80" Bl - FOLD LOUVERED
" VINYL XOX SLIDER CLEAR GLASS D11 80" HINGED ’%UD FRAME FRENCH
" VINYL SINGLE HUNG CLEAR SAFETY GLASS DOOR & &
" VINYL SINGLE HUNG CLEAR SAFETY GLASS D12 80" VINYL SLIDER CLEAR SAFETY GLASS > (’0‘0
" VINYL SLIDER CLEAR GLASS D14 80" Bl - FOLD LOUVERED &
" VINYL XOX SLIDER CLEAR SAFETY GLASS D15 80" Bl - PASS LOUVERED &
" VINYL XOX SLIDER CLEAR GLASS ’CQ\V
" VINYL XOX SLIDER CLEAR GLASS e :
8 ¥ VINYL XOX SLIDER CLEAR GLASS 7
9 " VINYL SLIDER CLEAR GLASS 12-6° 15-0°
NOTE .
ALL WINDOW & DOORS OPENINGS ARE CALLED OUT NOMINALLY, NOT ACTUAL R.0. SIZES < %]
CONTRACTOR SHALL VERIFY W/ WINDOW & DOOR MANUFACTURER ACTUAL WINDOW & DOORS: 0%,
SIZES IN ORDER TO ESTIMATE ROUGH FRAMING OPENINGS FOR ALL WINDOW & DOORS R ‘ -
B _—_ v, D - ek
CONTRACTOR TO FIELD VERIFY ALL EXISTING WINDOW DIMENSION OF ALL NEW WINDOW < o . -
REPLACING EXISTING WINDOW OPENING PRIOR TO WINDOW PURCHASE/ORDER. < X STARSE S e iy £
9 Ve LS — : 0%,
ALL GLAZING WINDOWS AND DOORS IN HAZARDOUS AREAS TO BE SAFETY GLASS AS PER LR.C. ] . <7l & STRINGERS &2 X TREFD AND st r¥%. a4
SEC. R-308.4 . E B o & . < J
vo$ Vs & " g v &
SWIMMING g H ERE ¥ 3 . g
H H E < g £ & |
f 5 F 3 & v ¢
POOL (o) N w < [k
B - PO 5
Wp LY SR ;) % S ppepa—— o YUDIPATID SIS A [
<5 g a VETRTTET
w g v ]
DS <8 <
fl Bl %2 9 oy b v
< 20 z v B
12-10" 138" 70 p < < v < v A 31
b & ¢ v T Y AR
& <y 2 é Y, & v
— : & 4 [ 4 GARPORT.
va &) % v . K vl d
7 g2 “ 2 ~ ;! < s
K o= e 2 5 s
. Kyt v . g AN 14 =Y
3 AN o5 5 <% v o»§ . voo.q
N 005 ® < v v <
. < o}10° v . :Pé' ’e; v <
f v % - <
. ” S & STUD WALL N Nl IO v W v
v k % § a‘%’ A01Z < 3 ? v RS v, <
oL 8 Y @D e & o 4 oy N
ol Sz L S <
P @ Q 85 o ONT & O ~ .9 fomm Bt
v 2 <l R 55 : <
4 3 v < EE i | rlor bl v
KN 9. N | ¥ 14110" 30" L
SR R Vo | RCN #
N S f ) S R 210"
v B & voa g oans®
5 N v 130" | < < v
2 < S d v. <
. “ T . (5 %
< . . | . q
(£ ! ; Q1% \{012)
X | :

256"

44

<
238"

a

< CARPORT. °

< | v
v [ < J

o NS
< 1 PERAY SLOPE 8- PERIFT. SLOPE — -

< vl <

FIRST LEVEL FLOOR PLAN

"pr

g
INTERIOR ELEVATION KEY

<
~ v <
B v
v
< o O <
> ol v
N
v Fe R
S e 9wt !
e g 2 i
5 Vg f
@) ‘ v 4 N q
I T
310" L 810" 127 L pr

&

436"

o
IS5
&

- N— -

SCALE : 114" = 10"

035

A PROPOSED NEW SINGLE FAMILY DWELLING FOR

THE KRAUT FAMILY

ADDRESS: 66-163 WALIKANAHELE RD., HALEIWA, HI 96712

T.M.K. 6 - 6 - 005

Blue Hawa
Drafting Ser

DATE
7/24/2025
SHEET NO.

A002

OF 24SHEETS

EXHIBIT C-4




NOTE.
‘BOTH KING STUD & TRIMMER ARE STRAPPED AS SHOWN ON THIS SCHEMATIC

‘NDTE

DBL. 2 X TRIMMER @ ALL WINDOWS & DOORS 6-0" WIDE OR GREATER

"SIMPSON" CS-18 @ 48" 0.C. FROM TOP.
PLATE TO HDR. @ ALL WNDWS, 5.0° OR
MORE WIDE(TYP.)

"SIMPSON" CS18 @ BOTH KING
STUD & TRIMMMER STUD TO HDR.
(WRAP OVER PL. TO STUD OVER

BIM FACE) TYP.

2X4 DBL. TOP. PL.TYP. j

SIMPSON CS-18 METAL
STRAP X 6" LONG AT
EVERY "KING STUD" &
TRIMMER STUD TO BTM.
PLATE TYP

W SIZE

TWO STRAPS

OPERN

2X4BTM.PL.TYP,

5/8" DIA. A-BOLT OR 5/8"
DIA. 87 LAG BOLT

ADHERE TO THIS DETAIL FOR FRAMING INSPECTION

CONTINOUOUS LOAD

1

NTS.

()

“siesoNzS K
(oNe o duiboss

R OF SILLPLATE TYP.

"SIMPSON" HDU-2
(AS PER PLANS) TYP.

NEW CERAWIC TILE FLOORING AS PER OWNER'S
PREFERENCE INSTALLED ACCORDING TO MFR'S.

SPEC'S (TYP.)

8.2'

STAIRS HAVE MIN. 6" MAX. 7 /4 RISE & MIN.
10" MAX, 12° TREAD (TYP.)

\ 74 39-8"
7.7 200 19"
v ?- 108 i 1 EXTERIOR STAIRS HAVE 3-2 X 12
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—— o
@y P NE T o T e e e e
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9 e
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2X 6 RAILING @ + 36" HIGH W/ NEW 114"

DIA. HORIZONTAL CABLE BALUSTERS @
3"0.C. SPACING MAX. ( A4" DIA. SPHERE

CAN NOT PASS

2 X TREADS & RISERS (TYP.)

THRU TYP.)

2X 6 TREX DECKING W/
114" SPACING (TYP.)

NEW/ 4 X 12 BM. ONNEW 4 X4
POST W/ ECC-44 EA. POST TO
BM. CONN. (TYP.)

METAL JST. HANGER

NEW3-2X 12
STRINGERS EVENLY
SPACED

39-8"

236"

(\wore
A003) | EXTERIOR STAIRS HAVE 3-2 12
STRINGERS & 2 X TREAD AND RISER (TYP)

[
oy

NEW CERAMIC TILE FLOORING AS PER
OWNER'S PREFERENCE INSTALLED
ACCORDING TO MFRS, SPEC'S (TYP)

NEW 2 X 6 RAILING @ + 36" HIGH W/ NEW 14"

8.2

HAND RAIL RETURNS TO
POST AT EA. END (TYP)

11

2X 6 FINISH GRADE
LUMBER W/ CHAMFERED
EDGES (TYP)
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TOOLED EDGE

EX. GRADE \

MIN. 4° THK. CONC. SLAB W/ 6 X6 10/10
WWM. ON MIN. 4" THK. COMPACTED
BASE COURSE (TYP.)

MIN,
3

o 1-#4 CONT. TYP.

/5" THICKENED EDGE FT'G. DETAIL

w NTS.

SPIRAL STAIR DETAIL

5/6" THK. EXT. SIDING
112" GYP. BD. TYP. Y.
2x4 STUDS @ 167 O.C.
v,
MIN. R-13 INSULATION (TYP.)

THRU 2 X 4 BTM.PL. @
48" 0.

3-#4 CONT. Wi 4
TIES @ 24" O.C.TYP.

/" 1"\ PERIMETER FT'G. DETAIL
A009 NTS.

SPIRAL STAIR NOTES'

Minimum clear walking path
nches. & Sont Gamaeror arger sar
will provde s wih,
¢ troad rise shall not be more than 9

T nchet o
Each tread will have a minimum tread
depth of 7 1/2 inch at 12 inches from
the narow edge.
Stair baustors shallbo spacod 502 4~
inch object cannot pass between.
IRC 2012 permits 8 4 318 méh space.
Al treads will be identical.

anding width shall not be less than the
required width of the stainway. Minimum
spiral stair read widlh is 26 inches.
Minimum headroom of 6 foot 6 inches
shallbe provided, measuring plurm
from the edge of the landing down o
the tread below.
BalconyWell Enclosure guardrail
balusters shall be spaced 50 a 4-inch
object cannot pass between. Balcony/
Well Enclosure guardrail heignt shall
nothi lesa then 38 nches, iyt stske
or municipalty requires 42-inch
fficiiechpecatnia
this detail
‘The stairway shall be equipped with
one handrail on the wide edge of the
trea
Handrall helght, measured verically
ffomthetrad nosing,shalbe ot Tess

inches nor more than 3

with a circular cross section
e ave an ookt amerr o ot

with a perimeter greater than 6 1/4
inches, shall provide & graspable finger
recess area on both sides of the profle.
00 Ib. concentrated load s required.
Please see our detailed Blucprint
Standard Plan for more information.

NTS.

508" DIA. AB. X 10" LONG.
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